
Road Lichfield Street (West) Hereford Street Madras Street Tuam Street St Asaph Street Barbadoes Street Lichfield Street (East) Duke Street

Distance 0.24km 0.1km 0.85km 0.63km 0.14km 0.35km 0.36km 0.12km

Existing speed limit 30km/h 50km/h 50km/h 50km/h 50km/h 50km/h 50km/h 50km/h

Proposed speed limit 10km/h 40km/h 40km/h 40km/h 40km/h 40km/h 40km/h 40km/h

Number of crashes in the last five years 2 non-injury 0
11 minor injury                                             
15 non-injury

1 serious injury                                             
3 minor injury                                                
8 non-injury

0
2 minor injury                                                
9 non-injury

0 0

Estimated reduction in the number of  crashes each 
year

0.2 non-injury 0
0.4 minor injury                                       
0.6 non-injury

0 serious injury                                           
0.1 minor injury                                          
0.3 non-injury

0
0.1 minor injury                                         
0.4 non-injury

0 0

Current average operating speed 21km/h 29km/h 38km/h 33km/h 37km/h 41km/h 27km/h 35km/h

Estimated average operating speed when new speed 
limit is in place

16km/h 26.5km/h 35.5km/h 30.5km/h 34.5km/h 38.5km/h 24.5km/h 32.5km/h

Estimated impact on individual travel time 13 seconds 1 second 6 seconds 6 seconds 1 second 2 seconds 5 seconds 1 second

Estimated impact on collective travel times based 
on annual average daily traffic volumes 

7,821 hours per year               
(based on 6,000 daily vehicle 

movements)

2,553 hours per year                      
(based on 21,500 daily vehicle 

movements)

8,279 hours per year               
(based on 14,400 daily vehicle 

movements)

6,454 hours per year               
(based on 11,300 daily vehicle 

movements)

1,131 hours per year                
(based on 11,300 daily vehicle 

movements)

3,177 hours per year               
(based on 15,700 daily vehicle 

movements)

382 hours per year                   
(based on 770 daily vehicle 

movements)

7 hours per year                        
(based on 70 daily vehicle 

movements)

Implementation cost $2,000 $2,000 $2,000 $2,000 $2,000 $2,000 $2,000 $0


